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APPLICATION:An economical hose for handling air, water, oil, mild chemicals, and alkalis. Clear wall allows visual inspection of product.  
COVER:Clear smooth PVC 
REINFORCEMENT:Multiple layers of synthetic yarns 
TUBE:Clear smooth PVC 
TEMPERATURE:-5C to +65C(+25F to +150F) 

Item No Hose Nom ID Inch Hose Nom OD Inch Standard Lengths Hose PSI Weight # 

CRPVC-019 3/16 0.38 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 250 0.05 

CRPVC-025 1/4 0.43 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 250 0.07 

CRPVC-031 5/16 0.53 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 300 0.08 

CRPVC-038 3/8 0.59 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 250 0.09 

CRPVC-050 1/2 0.71 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 250 0.15 

CRPVC-063 5/8 0.87 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 200 0.17 

CRPVC-075 3/4 1.02 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 180 0.23 

CRPVC-100 1 1.30 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 150 0.32 

CRPVC-125 1-1/4 1.61 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 100 0.58 

CRPVC-150 1-1/2 1.89 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 85 0.69 

CRPVC-200 2 2.44 3/16"-3/4" 100'/300' coil, 1" 100'/200' coil, 1-1/4"-2" 100' coil 65 1.00 

Compliant with the applicable requirements and standards of FDA USDA 3-A and NSF-51. Please specify length when ordering i.e. 100' or 300' 

APPLICATION:An extremely flexible transparent hose for use where full vacuum performance is required while monitoring the contents of the hose.  Ideal for use with 
most foodstuffs, cosmetics, beverages, and a wide range of chemical solutions.  Also suitable for  lubricating oils and amimal fats. 
COVER:Smooth clear PVC 
REINFORCEMENT:Spring steel wire helix 
TUBE:Smooth clear PVC 
TEMPERATURE:-10C to +65C(15F to +150F) 

Item No Hose Nom ID Inch Hose Nom OD Inch Standard Lengths Hose PSI Weight # 

WIRE-025 1/4 0.50 100' 110 0.09 

WIRE-038 3/8 0.59 100' 250 0.11 

WIRE-050 1/2 0.71 100' 250 0.12 

WIRE-063 5/8 0.87 100' 200 0.17 

WIRE-075 3/4 1.02 100' 180 0.24 

WIRE-100 1 1.30 100' 150 0.35 

WIRE-125 1-1/4 1.61 100' 100 0.50 

WIRE-150 1-1/2 1.89 100' 85 0.75 

WIRE-200 2 2.44 100' 65 1.09 

WIRE-300 3 3.50 100' 45 1.84 

Compliant with the applicable requirements and standards of FDA USDA 3-A and NSF-51. Please specify length when ordering i.e. 100' or 300' 

APPLICATION:Handling foodstuffs, beverages and liquids where clarity and flexibility are required. 
COVER:Vinyl tubing is manufactured from food grade resins. It is crystal clear, non-toxic, odourless and taste free. 
TEMPERATURE:-5C to +65C(+25F to +150F) 

Item No Hose Nom ID Inch Hose Nom OD Inch Standard Lengths Hose PSI Weight # 

CVT-013-025 1/8 1/4 100' 65 0.02 

CVT-019-031 3/16 5/16 100' 55 0.03 

CVT-019-044 3/16 5/16 100' 55 0.03 

CVT-025-038 1/4 3/8 100' 55 0.03 

CVT-031-044 5/16 7/16 100' 50 0.04 

CVT-038-050 3/8 1/2 100' 45 0.05 

CVT-038-063 3/8 5/8 100' 55 0.06 

CVT-050-063 1/2 5/8 100' 30 0.06 

CVT-050-075 1/2 3/4 100' 45 0.14 

CVT-063-075 5/8 3/4 100' 40 0.15 

CVT-063-088 5/8 7/8 100' 40 0.17 

CVT-075-100 3/4 1 100' 35 0.20 

CVT-100-125 1 1-1/4 100' 25 0.26 

CVT-100-150 1 1-1/2 100' 40 0.27 

CVT-125-150 1-1/4 1-1/2 100' 20 0.30 

CVT-150-188 1-1/2 1-7/8 100' 30 0.57 

CVT-200-250 2 2-1/2 100' 35 1.00 

Compliant with the applicable requirements and standards of FDA USDA 3-A and NSF-51. Please specify length when ordering i.e. 100' or 300' 

  GENERAL PURPOSE FOOD HOSE 


