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APPLICATION:Chemslink hose is suitable for heavy duty suction and discharge of bulk chemicals in road and rail tanker, dockside and ship to 
shore applications.  
COVER:Green cover with double layer of abrasion resistant PVC coated fabric 
REINFORCEMENT:Inner wire is polypropylene coated carbon steel and Outer wire is galvanized steel. Complies with EN 13765 Type 3 and AS 
2117 Type 2 Grade 1 and 2. Electrical continuity is maintained by both hose wires being securely connected to the fittings. 
TUBE:Heavy duty polypropylene film  
TEMPERATURE:-30C to +80C (-22F to +176F) 

Item  I.D” O.D” Bend Radius" WP psi Std Pack Wght/#/ft 

SLINKC-200-50 2 2.68 7.08 250 50' 1.17 

SLINKC-200-60 2 2.68 7.08 250 60' 1.17 

SLINKC-300-50 3 3.86 9.44 250 50' 1.92 

SLINKC-300-60 3 3.86 9.44 250 60' 1.92 

SLINKC-400-50 4 4.72 16.93 250 50' 2.83 

SLINKC-400-60 4 4.72 16.93 250 60' 2.83 

Item  I.D” O.D” Bend Radius" WP psi Std Pack Wght/#/ft 

SLINKP-200-50 2 2.64 8.85 250 50' 1.20 

SLINKP-200-60 2 2.64 8.85 250 60' 1.20 

SLINKP-300-50 3 3.77 11.81 250 50' 2.20 

SLINKP-300-60 3 3.77 11.81 250 60' 2.20 

SLINKP-400-50 4 4.72 15.75 250 50' 3.60 

SLINKP-400-60 4 4.72 15.75 250 60' 3.60 

SLINKP-600-50 6 6.89 21.65 250 50' 6.75 

SLINKP-600-60 6 6.89 21.65 250 60' 6.75 

SLINKP-800-50 8 9.45 29.52 250 50' 11.98 

SLINKP-800-60 8 9.45 29.52 250 60' 11.98 

APPLICATION:Petroslink High Temp hose is Ideal for the transfer of hot viscous petroleum by-products such as tar and bitumen. 
COVER:Grey cover with double layer of abrasion resistant PVC coated fabric 
REINFORCEMENT:Inner and outer wires are galvanized mild steel. Complies with EN-13765 Type 4 hose.  Electrical continuity is maintained 
by both hose wires being securely connected to fittings. 
TUBE:Made from several layers of thermoplastic PTFE liners, polyamide fabrics and films with Fibre Glass cloth 
TEMPERATURE:-30C to +80C (-22F to +176F)  2”,6” and 8” -30C to +110C (-22F to +230F) on 3” and 4” 


